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POLLYTEX PES DECOR SUB MATT 220G 

FR B1 

 
100% warp-knitted polyester fabric with white, smooth and matte surface  
 

FEATURES: 

 
 - Special tight structure makes it with high opacity even at a much lighter weight compared with other 
display textile fabric; 
- Truly wrinkle free, can recover quickly after folded, makes it easy for transportation;  
- Soft, smooth, has good textile hand feel;  
- Can be coated for Dye-sub direct, Dye-sub transfer printing; 
 

 

APPLICATIONS:  
Mainly used for Indoor Displays, Pop-up, Backdrops 
 

MATERIAL DETAILS: 

 

 PROPERTIES  METRIC  TEST STANDARD  

Raw Material Weight  220g/sq.m  DIN EN ISO 2286-2, ASTM D751 

Base Fabric  Polyester DIN 60001, ASTM D751 

Wave Method  Warp – knitted3 bar N/A 

Shrinkage  ≤ 2% (210oC, 30s ) N/A 

Shielding Rate (50+/-4)% ANSI PH2.19, ISO5/2 

Flame Resistance 
DIN 4102 - B1, NFPA 701 Test1, NF P92 
M1 

DIN 4102 - B1, NFPA 701 Test1, 
NF P92 M1 

Recommend Fixation 
Temperature 

190℃-210℃, 1-2min N/A 

Yellowing temperature ≥210℃ SUPRKC REX-C400, 30s 

Width Avaliable  DIN EN ISO 3759, ASTM D751-2006 Max 320cm 

Standard Lenght  DIN EN ISO 3759, ASTM D751-2006 50 / 100m  

 

INK PRINTABILITY: 

 

Dye Direct Dye Transfer Silk-Screen Latex UV 

    

 

 


