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DTEC BANNER PLUS BACKLIT MATT 510 GSM  

 

Technical specifications 

 

510gsm backlit 1000x1000D,18x18 white， REACH treatment 

 

Ink printability 

 

 
Solvent 

 
Eco-solvent 

 
UV 

 
Screen printing 

 

 
Dye Transfer 

 
Dye Direct 

● ● ● ●   

Application 

1) Billboard  

2) Dispalys (indoor and out door)  

3) Banners   

4) Building murals and instore displays  

5) Exhibition booth decoration 

Physical properies 

Items- Date Unit Ref. test method 

Base fabric polyester  DIN60001 

Yarn 1000×1000D Denier DIN60001 

Construction 18*18 Threads/Inch2 DIN53853 

Total weight 510 G/SQ.M GB4512-1989 

Width 1.02~3.20 M  

Tensile Strength L≥2100 W ≥1850 N/5CM   N/5CM DIN53354 

Tearing Strength L≥280 W ≥235 N/5CM   N/5CM DIN53363 

Peeling Strength CAN NOT PEELING N/5CM DIN53357 

Temp. Resistance -30~+50 ℃ DIN5372 

 

Flame Resistance 

 

. 

Can reach NFPA701, B1, M2 as per your request 

 

Test method 

All are applicable for din series 

 


