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KATZ DISPLAY BOARD GLAZED 

Wood pulp board one- or two-sided laminated with glazed paper. 

 

Product specification 

 

Property Standards Unit Tolerance Value 

Lamination    2-sided 2-sided 2-sided 2-sided 2-sided 1-sided 1-sided 

Thickness 
(title) 

 mm  1,20 1,60 2,00 3,00 5,00 1,05 1,55 

Official 
thickness 

DIN EN 
ISO 535*1 

mm ± 6% 1,16 1,66 2,06 3,06 5,06 1,03 1,53 

Grammage DIN EN 
ISO 536*2 

g/m2 ± 6% 725 910 1125 1495 2320 550 735 

Volume - cm3/g ± 6% 1,60 1,83 1,83 2,05 2,18 1,87 2,08 

Density  g/cm³ ± 6% 0,62 0,55 0,55 0,49 0,46 0,53 0,48 

Whiteness 
(D65) 

ISO 2470-
2*3 

 
% 

 
± 3pts 

 
96 

 
96* 

Format 
accuracy 

          

Length  mm ± 3        

Width  mm ± 1        

Angular 
accuracy 

 mm ± 3        

Printing 
techniques 

 Offsetprinting, digital printing, screen printing 

Other thicknesses are available on request. 
*Laminated side 
 
1 
*   according to  DIN EN ISO 535 Norm 
2 
*   according to DIN EN ISO 536 Norm 
3 
*   according to ISO 2470-2 Norm 
 


